Undercounter Dishwasher with Thermal Disinfection and Built-In Softener

**CARES-10B**

**Dimensions:**
- **Width:** 1046 mm
- **Depth:** 600 mm
- **Height:** 825 to 905 mm

**Features:**
- Undercounter dishwasher
- Thermal disinfection
- Built-in softener

**Technical Specifications:**
- **Flow Rate:** 30 litres per minute
- **Drain:** 2-metre flexible hose to a 40 mm trapped standpipe, 800 mm max A.F.F.L.
- **Wattage:** 6.8kW 400/50/3 + N + E fused at 3 x 16 amps
- **Machine supplied with 2.5 metres of cable (3 phase).**
- **Configuration options:**
  - 4.7kW 230/50/1 fused at 25 amps
  - Rinse agent hose - 2.5 metre flexible
  - Detergent hose - 2.5 metre flexible
- **Approximate weights:**
  - Empty: 65 kg
  - With water: 87 kg

**Water Supply:**
- 10°C to 20°C
- 0.6 to 6.0 bar max. Initial tank fill 10.8 litres

**Rinse Water Usage:**
- 4.0 litres per cycle

**Max Cycle:**
- 12 per hour

**Additional Notes:**
- Our machines are supplied with class ‘AA’ air gap as standard.

---

**Table:**

<table>
<thead>
<tr>
<th>Water</th>
<th>Drain</th>
<th>Electric</th>
</tr>
</thead>
<tbody>
<tr>
<td>22mm connection via 2 metre flexible hose, female termination. Water supply 10°C to 20°C @ 0.6 to 6.0 bar max. Initial tank fill 10.8 litres. Rinse water usage 4.0 litres per cycle. Max cycle 12 per hour. Our machines are supplied with class ‘AA’ air gap as standard.</td>
<td>Drain - 2 metre flexible hose to a 40 mm trapped standpipe 800mm max A.F.F.L. Flow rate 30 litres per minute.</td>
<td>6.8kW 400/50/3 + N + E fused at 3 x 16 amps. Machine supplied with 2.5 metres of cable (3 phase). Configurable to 4.7kW 230/50/1 fused at 25 amps.</td>
</tr>
</tbody>
</table>

**Other Services:**
- Rinse agent hose - 2.5 metre flexible
- Detergent hose - 2.5 metre flexible

**Notes:**
- Approximate weights:
  - Empty: 65 kg
  - With water: 87 kg